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AUTO-ID

Sw
itches & Pilot Lights

Flush Silhouette

ø16

ø22

ø30

Miniature

Pilot Lights

HW

TW

YW

ø22 HW Series Pilot Lights

Round Flush / Dome / Square Flush / Jumbo Dome Pilot Lights
Package Quantity: 1

Shape Lamp Operating Voltage  Part No. Color Code

Round Flush (marking type)
HW1P-1

24V AC/DC

With transformer (100/110V AC)

LED

24V AC/DC HW1P-1Q4*

R
G
Y
A
S

PW 

100/110V AC HW1P-1H2*

200/220V AC HW1P-1M2*

Dome
HW1P-2

(24V AC/DC)

With transformer (100/110V AC)

LED

24V AC/DC HW1P-2Q4*

R
G
Y
A
S

PW

100/110V AC HW1P-2H2*

200/220V AC HW1P-2M2*

Square Flush (marking type)
HW2P-1

(24V AC/DC)

With transformer (100/110V AC)

LED

24V AC/DC HW2P-1Q4*

R
G
Y
A
S

PW 

100/110V AC HW2P-1H2*

200/220V AC HW2P-1M2*

Jumbo Dome Pilot Light (*1)
HW1P-5

LED 24V AC/DC HW1P-5Q4*

R
G
Y
A
S

PW 

• Specify a color code in place of * in Part No. R (red), G (green), Y (yellow), A (amber), S (blue), PW (pure white)
• Pilot lights have an LED lamp installed unless otherwise specified.
• See B-184 for other operating voltages.
• See B-191 for bottom view.
• See B-191 for how to specify units without LED lamps.

*1) Jumbo dome pilot lights contain an exclusive LED. See B-182 and B-221.


