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 ● Cover caps cover heads of hex head screws and 
hex nuts to increase the safety of machines and 
instruments.

 ● Part number specification

SCH-10
◀1  

Order in number of packs.
The minimum order quantity is 1 piece. ➡   P.794 

 ● Usage example

Hex Head Screw

SCH

Part Number◀1  Nominal of＊2
Hex Socket Head Cap Screws B H h D1 Mass (g)

Qty＊1
per
pack

SCH-5 M5  8  9.5  5 10.9 0.3 20

SCH-6 M6 10 13  6 12.9 0.6 20

SCH-8 M8 13 15  9 16.8 1 20

SCH-10 M10 17 19.5  9 21.3 1.9 10

SCH-12 M12 19 21.5 11 23.6 2.4 10

SCH-16 M16 24 27 14 29.8 3.2 10

Unit：mm

 ＊1 The minimum order quantity is 1 piece. ➡   P.794  
 ＊2 Confi rm the width across fl at dimensions of the hex head screws and hex nuts. SCH-10  and SCH-12  use the old JIS dimensions. 

 ● Application
Protection of screw heads and dust countermeasure

 ● Material/Finish
SCH

Main Body Polyethylene（Black）

RoHS Compliant

▶https://www.nbk1560.com

If handled incorrectly, death or serious injury may 
occur.

 ● Do not use products in environments that may 
negatively affect them.
 ● Take care when handling products.If products are 
dropped, they may become damaged or deformed.
In addition, take care when performing work to 
avoid back pain when moving objects or dropping 
items on feet.
 ● The mechanical properties, physical properties, 
chemical resistance, heat resistance temperature, 
and other data listed on the product pages in this 
catalog are reference values.These values may 
change due to performance conditions.Always 
carry out tests under performance conditions 
similar to actual conditions in advance.
 ● To prevent a negative impact on the environment, 
have a professional disposal company dispose of 
these products.
 ● Take care to avoid burns when handling products. 
Heat transferred from the surrounding machines 
may cause products to reach high temperatures 
immediately after operation stops.

If handled incorrectly, personal injury or physical 
damage may occur.

 ● Make sure to switch off the power of machines 
before attaching and removing products.Hands and 
fingers may touch the machine and cause injury if it 
is operated suddenly.
 ● Our products are manufactured for use with 
general purpose instruments and machines.When 
us ing these products with instruments and 
machines that require safety, use a prototype to 
confirm usability.
 ● To prevent danger, check for looseness of screws 
and perform other maintenance on a regular basis.
 ● Do not disassemble or modify products.

In order to use our products safely, please read these 
safety precautions and the precautions and handling 
methods on each product page before use.  After 
reading the precautions and methods, store this 
catalog so that it can be reviewed when necessary.

 Danger  Warning

Safety Precautions - Special Screws


